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440A is a high performance assembled roving used for making auto

headliners.

440A is produced by using a special multi-collet forming technology and
exhibits outstanding chopping dispersion and excellent antistatic property.
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-Excellent choppability and dispersion ipice ﬂ%r%ﬁf%i%r{:et or (um) 13
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-Excellent strength of finished composite products Typical ﬁifr%ﬁiity (tex) %88

Bl

Example ER13-2400-440A
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s ISO 1889 ISO 3344 1SO 1887 1SO 3375
est method
b= 145 + 20
Standard range +4 <0.07 1.15+0.15

125 + 20 ( 440A(19/25/33) )
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-The product is best used within 12 months after production and, specifically, the 440A(19) product is best used within 6 months
after production. All the products should be kept in the original package before use.

-Care should be taken when using the product to prevent it from being scratched or damaged.

-The temperature and humidity of the product should be conditioned to be close or equal to the ambient temperature and
humidity respectively before use, and the temperature when the product is used is preferably in a range from 5°C to 30°C.

-The cutter rollers and rubber rollers should be maintained regularly.
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13 {E8 Packaging

TR E ltem Bf5zunit fatRStandard
- BREELR / RAEREE
Typical packaging method Packed on palfets.
Typici%%figfﬁeigm mm (in) 260 (10.2)
Packag—z}\in?r%iameter mm (in) 100 (3.9)
Typical pi%é")ﬁl}il;ﬁ diameter tiis? ({7) 280 (11.0) 305 (12.0)
Typic?%uaé?i%eight kg (1b) 17.5 (38.6) 23 (50.7)
NumbE ?-';S; layers = (layer) 3 4 3 4
Number?‘%ﬁ;ﬁiper layer ™ (pes) 16 12
Number ﬁﬁ%k;;fﬂ per pallet ™ (pos) 48 64 36 48
Net w;,ﬁigﬁti;%pa//et kg (Ib) 840 (1851.9) 1120 (2469.2) 828 (1825.4) 1104 (2433.9)
Pj;éﬁ; Eﬁm adlul{(id) 1140 (44.9) 1270 (50.0)
Pﬁ/ﬁ%ﬁh mm (in) 1140 (44.9) 960 (37.8)
P:Eéa; i’%m mm (in) 940 (37.0) 1200 (47.2) 940 (37.0) 1200 (47.2)

¥ #F Storage

ERAERKRERNBAT, BBAEraNFETR. BRI, BIERY. REFESRGNEE -10°C~
35°C, 1HXIEE<80%, NfERE R, BERIF M, HENENSEANEI=R. SEBREL=ZESH, EXIEH
. FRBH LENER,

Unless otherwise specified, the fiberglass products should be stored in a dry,cool and moisture-proof area. The best temperature
and humidity should be maintained at -10°C~35°C and <80% respectively. To ensure safety and avoid damage to the product, the
pallets should be stacked not more than three layers high. When the pallets are stacked in two or three layers, special care
should be taken to correctly and smoothly move the upper pallet.
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