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320 Direct Roving is coated with a silane-based sizing to reinforce unsaturated
polyester resin and viny! resin. It is mainly used in the weaving process.

320 Direct Roving and its fabrics are widely used in wind energy, shipbuilding,

chemical engineering and other fields to make wind blades, pressure vessels, grids,
yachts, and so forth.
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-Excellent weavability Typical filament diameter (um)
-Smooth transition between roving packages, fast and complete wet A 600 1460
out Typical linear density (tex) 1200 7500 2200 4800
- Low fuzz 2400 1530
-Good mechanical properties of parts Ex/?rgile EDR17-2400-320
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Item Linear density variation (%) Moisture content (%) Sizing content (%) Breakage strength (N/tex)
T@iﬂﬂfifi /SO 1889 /SO 3344 ISO 1887 1SO 3341
est method
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Standard range 2600 tex: +4 1004 UH5R00 20
Y HBE Mechanical Properties
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Mechanical properties Unit Value Resin Test menthod
H{RE
Tensile strength MPa 2315.3/2488.4 UP/EP ASTM D2343
PR E GPa 82.5/82.8 UP/EP ASTM D2343

Tensile modulus
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The above data are actual experimental values for EDR17-2400-320 and to be used for reference only.
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-The product is best used within 12 months after production, and should be kept in the original package before use.
-Care should be taken when using the product to prevent it from being scratched or damaged.

-The temperature and humidity of the product should be conditioned to be close or equal to the ambient temperature and
humidity before use, and the ambient temperature and humidity should be properly controlled during the use.
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JUSHI Direct Roving for Weaving

13 {58 Packaging

I8 ltem B{Tunit e 4RStandard
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Typical packaging method Packed on pallets.
Typic%%ﬁfeg;eight e ({) 260 (10.2)
Packag?in?r%iameter mm (in) 160 (6.3)
Typical piiﬁiﬁﬁ diameter i) 280 (11.0) 310 (12.2)
Typic%%a%g;i;%eight kg (ib) 17.0(37.5) 22 (48.5)
NumbEr %;Iayers = (layer) 3 4 3 4
Number ?‘%a%:\;i&per layer ™ (pos) 16 12
Number c%ifagcbk%l;;fﬂ per pallet ™ (pos) 48 64 36 48
Net Wigﬁti;)?;paﬂet kg (ib) 816 (1799.0) 1088 (2398.6) 792 (1746.1) 1056 (2328.1)
Pj?éﬂ; Er%th (TEa (U 1140 (44.9) 1270 (50.0)
Pz?/ﬁ?w%th mm (in) 1140 (44.9) 960 (37.8)
pﬁéﬂ; i}%m mm (in) 940 (37.0) 1200 (47.2) 940 (37.0) 1200 (47.2)

¥ 7% Storage

ERBRFHRERNERT, BBAEraNCFETER. RREMS, BLERE. REFEFRGNEE -10°C~
35°C, HEXIEE<80%., NifREZE, BERF M, FENHENSEANEIZERE., YHRMEX=ZESH, EXRIEH
i, Rt EEOEE.

Unless otherwise specified, the fiberglass products should be stored in a dry,cool and moisture-proof area.The best temperature
and humidity should be maintained at -10°C~35°C and <80% respectively. To ensure safety and avoid damage to the product, the
pallets should be stacked not more than three layers high. When the pallets are stacked in two or three layers, special care
should be taken to correctly and smoothly move the upper pallet.
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