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P @mitll Product Description

456 E—MSMEE SMC L, T "A" FEREEPHFMIZIT, REREE
RESEZER, ERTIEEANENMREMER ZEENE.

456 FFmESEMEME. SR, ERAMEE, TERTHIESMXY
RENBERTATAEESEEME, W 5IZE. E. BiFR. sIERE
1%, BINETTLARREFERANM. 2RH. EH88%,

456 is a premium grade Class-A SMC roving coated with a silane-based sizing
compatible with unsaturated polyester and vinyl ester resins.

456 is suitable for producing high viscosity pastes and high production-rate thick sheets. It is mainly used to form
automotive parts requiring very smooth surfaces, such as bonnets, doors, guard plates and bumpers. It can also be
used to make agricultural machine parts, building materials, and sports equipment, etc.

P45 = Product Features MBS Specification
© R@FHEItEMmnssEM iz o] E
0 RIFR&EM Glass type
© EPH A E iy 43 Silane
O SREMEERMME, HmEREFE e
-Excellent choppability and anti-static property Typical Hlament; diamleter (um) 15 16
-Excellent wet-out \
-Moderate sheet resilience Tooi /%ﬂg&d@‘ E it (1 2400 4400
-Outstanding molding fluidity and flat surface of parts ypical linear density (tex) 4400 4800
ANl
S ER16-4800-456
¥ AR¥EWR Technical Parameters
e BEERE BIKE S E TBEE
Item Linear density variation Moisture content Sizing content Stiffness
i % % % mm
e 1SO 1889 1SO 3344 1SO 1887 1SO 3375
est menthod
b=t
Standard range +4 <0.07 2.00+0.20 170 + 20

{EMiBA Instructions

O AFmE15TARERRE, ERMNARFEREEA,

O FmERARERNF, #@RFREE. RHEFER.

O FEAMPELLANEEESHEREETE, FRNNKREREEH#ITELRH,
O 7. RIBEMIFEMRS.

-The product is best used within 15 months after production, and should be kept in the original package before use.
-Care should be taken when using the product to prevent it from being scratched or damaged.

-The temperature and humidity of the product should be conditioned to be close or equal to the ambient temperature and
humidity before use, and the ambient temperature and humidity should be properly controlled during the use.

-The cultter rollers and rubber rollers should be maintained regularly.
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JUSHI Assembled Roving for High Strength Class-A SMC

13 {88 Packaging

TB ltem B {zunit fe#xStandard
- BBEETGR / RAREER
Typical packaging method Packed on pallets.
Typic%%a%:\igheight mm (in) 260 (10.2)
Packagzbinfj%iameter mm (in) 100 (3.9)
Typical pil%?eﬁi% diameter eli0 () 280 (11.0) 340 (13.4)
Tpical et weight kg (b 17.0(37.5) 28.5 (62.8)
NumbE fﬁ)(( layers &= (layer) 3 4 3
Number ?‘%ﬁk@a;z?per layer ™ (pes) 16 12
Number § };;Ea%k;;fﬂ per pallet T (pes) 48 64 36
Net W?gﬁ;i;,;i; pallet kg (Ib) 816 (1799.0) 1088 (2398.6) 1026 (2261.9)
pﬁg E,J,%m mm (in) 1140 (44.9) 1270 (50.0)
Pgﬁ?ﬁh mm (in) 1140 (44.9) 960 (37.8)
Piﬁ ;i%ht mm (in) 940 (37.0) 1200 (47.2) 940 (37.0)

= 7F Storage

ERBAEHRERNBRAT, BEAH4FRNCFETR. BRNMS, BLEZH, REFESRGREE -10°C~
35°C, HHXNEE<80%., AfREE, BRKRH "M, AENEBESEANELI=E, YHEBRESX=E5H, EXIEH
i, FRRMBE EEEEE.

Unless otherwise specified, the fiberglass products should be stored in a dry,cool and moisture-proof area.The best temperature
and humidity should be maintained at -10°C~35°C and <80% respectively. To ensure safety and avoid damage to the product, the
pallets should be stacked not more than three layers high. When the pallets are stacked in two or three layers, special care
should be taken to correctly and smoothly move the upper pallet.
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